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1 Introduction

This document contains all information you need for updating your Newton head to firmware version 1.0.1.
The software and USB to CAN dongle is compatible with Windows (7, 8, 8.1 and 10) or macOS (tested
with v10.14 Mojave, others might work).
IMPORTANT!: Update all of the devices (Dominion, Newton, camera/lens dongles) to the latest
firmware version to ensure compatibility.

2 Changelog

Please see the latest version of the user manual for details on how to use the new features. Below is a
summary of the changes in this version compared to the previous version.

• Support for focus and zoom presets introduced in Dominion 1.3.0

3 Update Instruction

Install USB to CAN interface driver
This step is required on Windows computers the first time you want to utilize the IA USB to CAN interface.

1. Run the file “dpinst_32.exe” (for 32-bit Windows) or “dpinst_64.exe” (for 64-bit Windows) from the
“windows-drivers” folder

2. Follow the on-screen instructions to install the driver
3. Connect the USB-CAN interface to the computer
4. The USB to CAN interface should now be visible in the device manager under the ”Ports” section

Upgrade firmware
1. Connect CAN dongle via USB to the computer
2. Connect CAN connector of CAN dongle to one of the IA-CAN ports on the Newton
3. Run “firmware_gui.exe” from the Windows folder or “firmware_gui.app” from OSX folder
4. Follow the instructions in the installation wizard. From the “firmware” folder, select the correct file

for the product you are updating
5. Press update
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